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Informacje ogolne

Urzadzenie Flair £50/600 to jednostka wentylacyjna umozliwiajaca zrownowazona wentylacje budynkow
mieszkalnych.

Cechy:

= Maksymalna wydajnosc¢ 450 m3/godz. lub 600 m3/godz.
= Wysokowydajny wymiennik ciepta

Filtry 1ISO Zgrubny 60%

* Modutowa elektryczna nagrzewnica wstepna
= Automatyczny zawor obejsciowy

Ekran dotykowy
Regulacja ilosci powietrza

= Wskaznik stanu filtra na urzadzeniu oraz mozliwosc wskazania stanu filtra na przetaczniku wielopozycyjnym

Inteligentna ochrona przed zamarzaniem
= Niski poziom hatasu
= Stata regulacja przeptywu

Urzadzenie Flair 450600 jest dostepne w dwdch odmianach:

= »Flair 450"
= ,Flair 600"

Do wszystkich modeli Flair 450/600 dostepna jest opcjonalna ptyta Plus zwiekszajaca liczbe funkcji / mozliwosci
podtaczenia (> Schemat elektryczny strona 39].

W niniejszej instrukcji instalacji opisano zaréwno standardowy model Flair 450/600, jak i model Flair 450/600
z opcjonalna ptyta Plus.

Maodele Flair 450/600 sa dostepne w wersjach lewe] | prawe]. Konwersja miedzy tymi modelami nie jest mozliwa.
Informacje o prawidtowym podtaczaniu przewodow oraz o wymiarach: (> Podtaczenia i wymiary strona 9).

Aby zapewnic zrownowazona wentylacje w srodowiskach, w ktorych temperatura zewnetrzna spada ponizej -
10°C, zalecamy stosowanie dodatkowe] zewnetrznej nagrzewnicy wstepne).

Jesli urzadzenie jest umieszczone w miejscu, w ktorym bardzo dtugo moze utrzymywac sie niska temperatura
zewnetrzna [ponizej -15°C), nalezy zawsze stosowac dodatkowa nagrzewnice wstepna [patrz — Podtaczanie
nagrzewnicy wstepnej strona 51J!

Urzadzenie jest dostarczane z gotowa do podtaczenia wtyczka zasilajaca 230 V.



Dane techniczne

3.1 Informacje techniczne — Flair 450

Flair 4560

Mapiecie zasilania [V/Hz] 230 /50 Hz

Wymiary (szer. x wys. x gl.) [mm] 850 x 800 x 660

Srednica przewodu [mm] 8200

Zewn. srednica odptywu skroplin [mm] @32

Masa [kg] 49

Klasa filtru 1SO Zgrubny 60% (1SO ePM1.0 50% dla doptywu powietrza, opcja)

Ustawienie wentylatora (fabryczne) 0 1 2 3 maks.

Ustawienie fabryczne [m¥h] 75 100 200 300 450

Dopuszczalny opor systemu przewodow [Pa] 3 6 5 10 20 40 44 89 100 | 200

Moc znamionowa (bez nagrzewnicy wstepnej) [W] 104 (108 |12,4 |13,2 |17,6 |23,8 |51,9 |69,3 |149,5 |1988

Znamiunlowe natezenie pradu (bez nagrzewnicy 017 1017 |01s lo19 020 027 |o53 |ogs 132 |168

wstepnej) [A]

Maks. znamionowe natezenie pradu (z wiaczong 53

nagrzewnicg wstepng) [A] !

Moc znamionowa nagrzewnicy wstepnej [W] 1000

Cos ¢ 0,271 |0,274 [0,291 0,295 [ 0,378 | 0,383 | 0,425 | 0,437 0,492 [0,514

Moc akustyczna

Wydajnos¢ wentylacji [m3/godz.] 100 200 |200 |300 (300 |450 |450
Cisnienie statyczne [Pa] 25 25 50 50 100 |100 |150

Poziom mocy akustycznej Lw(A) Promieniowanie na obudowe [dB(A)] <38,1 36,5 |42,0 |455 |46,0 |51,7 |54,0
Kanat ,powietrze wylotowe” [db(A]] <36,3 38,5 |40,0 |45,0 |42,5 |49,0 (495
Kanat ,powietrze wlotowe” [db(A)] <385 435 |475 |53,0 |53,5 |586 |59,0

*) Hatas przewodu z uwzglednieniem korekty koricowe;]
W praktyce wartosc moze roznic sie o 1 dB(A) w zakresie tolerancji pomiarowej.
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3.2 Informacje techniczne — Flair 600

EEE]
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Natgienie przeptywu [m3/godz.]

75 900 125 150 175 200 225 250 275 300 X5 350 M5 400 425 450 475 SO0 505 S50 575 BOD 25 G50

Flair 400
Napiecie zasilania [W/Hz] 230 v/50 Hz
Whymiary (szer. x wys. x gl.) [mm] 850 x 800 x 660
Srednica przewodu [mm] @200
Zewn. srednica odptywu skroplin [mm] @32
Masa [kg] 49
Klasa filtru IS0 Zgrubny 60% (150 ePM1.0 50% dla doptywu powietrza, opcja)
Ustawienie wentylatora (fabryczne) 1] 1 2 3 maks.
Ustawienie fabryczne [m¥h] 100 150 300 500 600
Dopuszczalny opdr systemu przewoddw [Pa] 3 5] [ 13 25 50 69 139 100 | 188
Moc znamionowa (bez nagrzewnicy wstepnej) [W] 121 |125 (17,2 |18,3 |445 |54,2 (1666 |203,1 |260,6 |288,0
Znamionowe natgzenie pradu (bez nagrzewnicy o183 019 |023 (024 |046 055 |145 |L71 |211 |23
wstepnej) [A]
Maks. znamionowe natezenie pradu (z wigczong 57
nagrzewnicg wstepng) [A] ’
Moc znamionowa nagrzewnicy wstepnej [\W] 1000
Cosp 0,288 [0,322 [0,327 [ 0,421 [0,427 [o,516
Moc akustyczna
Wydajnosé wentylacji [m3/godz.] 150 |300 |300 |S00 (500 |600 |600
Cisnienie statyczne [Pa] 25 50 100 100 150 100 150
Promieniowanie na cbudowe [dB(A)] 37,5 |[455 |460 |56,0 |545 |565 (565
Poziom mocy akustycznej Lw(A) -
Kanat ,powietrze wylotowe” [db(A)] 350 (450 |425 |51,0 [52,0 |53,5 |565
Przewdd ,do budynku” [dB(A)] 435 |53,0 (535 |60,5 (61,5 |B2,0 |B66
*) Hatas przewodu z uwzglednieniem korekty koricowej
W praktyce wartoid moze roznic sie o 1 dB(A) w zakresie tolerancji pomiarowej.
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3.3 Podtaczenia i wymiary

Urzadzenie Flair jest dostepne w wersji lewe] | prawe]. W wersji lewe| podtaczenia strony .ciepte]” [od budynku 3
i do budynku 1] znajduja sie z lewe] strony urzadzenia. Odptyw skroplin jest wtedy zamontowany na prawym
otworze pod urzadzeniem. W wersji prawe| podtaczenia strony .cieptej” [113] znajduja sie z prawe| strony
urzadzenia.

Wersja lewa

Wszystkie wyrniary podano w milimetrach. Srednica wszystkich kotnierzy wynosi 200 mm

1 Powietrze wlotowe m
2 Powietrze wywiewane O
3 Powietrze wylotowe m
i
& Powietrze z zewngtrz Q

Podigczenia elektryczne

Podigczenie syfonu

Korek uszczelniajgcy, nieuzywane zlacze odptywu skroplin; nie usuwac!

Filtr powietrza wylotowego

Filtr powietrza wlotowego

Wspornik montazowy




Wersja prawa

Wszystkie wymiary podano w milimetrach. Srednica wszystkich kotnierzy wynosi 200 mm

1 Do budynku @
t

2 Powietrze wywiewane O

3 Powietrze wylotowe m
]

& Powietrze 7 zewngtrz Q

] Podtaczenia elektryczne

ba Podtgczenie syfonu

&b Korek uszczelniajgcy, nieuzywane zigcze odphywu skropling nie usuwac!

7 Filtr powietrza wylotowego

8 Filtr powietrza wlotowego

9 Wspornik montazowy




Serwis

12.1 Widok roztozony

Zamawiajac czescl, nalezy oprécz numeru katalogowego [patrz widok roztozony) podaé rowniez typ urzadzenia do
odzysku ciepta, numer seryjny, rok produkcji oraz nazwe czesci.

Uwaga: Informacje o typie urzgdzenia, numerze seryjnym i roku produkcji znajduja sie na tabliczce znamionowej
umieszczone] za plastikowym panelem przednim urzgdzenia.

Przyktad

Typ urzadzenia Flair 450/600
Nurner seryjny 432000221201
Rok produkeji 2023

Czest Wentylator
Nurner katalogowy 533037

Liczba szt. 1




12.2 Czesci serwisowe




Nr Opls czgéc Numer katalogowy
1 Flair 450 — panel przedni kompletny 532828
Flair 600 — panel przedni kompletny 532826
2 Filtry (2 szt.) 150, zgrubne 60% 532821
3 Wymiennik ciepla 532885
4 Wentylator (1 szt.) 533037
5 Zestaw kabla 532891
6 Czujnik temperatury NTC 10k (1 elem.) 531775
7 Zawor obejsciowy z silnikiem (kompletny) 532760
8 Ptyta wyswietlacza UBP-2 532752
9 Wtyczka zasilajgca i kabel zasilajgcy 230 V* 532929
10 Ptyta Basic UWa2-B 532750
11 Kotnierze 200 mm 532899
12 Funkcja maksymalnej ochrony 532769
13 Wewnetrzna nagrzewnica wstepna 532886
14 Odptyw skroplin 532762

*

Kabel zasilajgcy jest wyposazony we wtyczke do phyty obwoddw. Podczas wymiany nalezy zawsze zamawiac zamienny

kabel zasilajgcy firmy Brink.

Aby zapoblec niebezplecznym sytuacjom, wymiang uszkodzonego podtyczenia do siecl zasilajace] naleiy

zlecad wytgcznie wykwalifikowanym specjalistom.




Certyfikaty

Producent:

Adres:

Produkt:

Brink Climate Systems B.V.

P.0. Box 11

NL-7950 AA, Staphorst, Holandia

Urzadzenie do odzysku ciepta typu:

Flair 450
Flair 600

Opisany wyze] produkt spetnia wymaogi nastepujacych dyrektyw:

* 2014/35/UE

+ 2014/30/UE

¢ 2009/125/UE
+ 2017/136%/UE

+ RoHS 2011/65/UE

[0JEU L 96/357; 29-03-2014)
[0JEU L 96/79; 29-03-2014)
[0JEU L 285/10; 31-10-2009%)
[0JEU L 198/1; 28-07-2017)

(OJEU L 174/88; 01-07-2011]

Opisany powyzej produkt zostat przetestowany zgodnie z nastepujacymi narmami:

# EN 55014-1:

# EN 55014-2:

# EN|IEC 61000-3-2:
+ EN 61000-3-3:

# EC 61000-3-3:

# EN 60335-1:

# EN 60335-2-40:

* EN 62233:

Staphorst, 15-12-2021

2017 + A11: 2020
2021

2019 + A1:2021
2013 + A1:2019
2013/AMD2:2021

2012 « AC:2014 + A11:2014 + A13:2017 + A1:2019
+ AZ:2019 + A14-2019

2003 + A1T+ A12+ A1+ C+ A13 + AC:2013

2008 + AC:2008

A. Hans
Dyrektor zarzadzajacy
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Wartosci ERP — Flair 450

mwwmmwnm:mmﬁnmﬁh;

Producent: Brink Climate Systems B.Y.
Model: Flair 450
Strefa ﬁpmh Wartosd Klasa lﬂu:uh:llm-ﬂ- Roczne
klimatyczna SECw SEC | elektryczne] (AEC) w kWh | oszczednodicl
kWh/m*/a energll [AHS)
w kWh
Umiarkowana | reczne -40,06 A 283 4646
sterowanie czasowe -40,76 A 260 4658
1x czujnik (RV/CO,/VOC) -42,09 A+ 217 4684
Co najmniej 2 czujniki (RV/CO2/VOC) -44,38 A+ 146 4735
Zimna reczne -79,11 At 820 9088
sterowanie czasowe -79,94 A+ 797 9113
1x czujnik (RV/C02/VOC) -81,51 At 754 9163
Co najmniej 2 czujniki (RV/CO,/VOC) -84,29 A+ 683 9263
Ciepta reczne -15,06 E 283 2101
sterowanie czasowe -15,69 E 215 2106
1x czujnik (RV/CO,/VOC) -16,88 E 172 2118
Co najmniej 2 czujniki (RV/CO,/VOC) -18,90 E 101 2141

Typ modutu wentylacyjnego: urzgdzenie do zréwnowazonej wentylacji budynkdw mieszkalnych z funkcjg
odzysku ciepla

Wentylator: EC — wentylator z plynng regulacjg predkosci obrotowe;|

Typ wymiennika ciepta: Rekuperacyjny, plastikowy, krzyzowy, przeciwprgdowy wymiennik ciepta

Wydajnosc cieplna 92%

Maksymalne natezenie przeptywu: 450 m¥godz.

Maksymalna moc znamionowa: 192'W

Poziom mocy akustycznej Lwi{A): 47 dB(A)

Referencyjne natezenie przeplywu: 315 m¥h

Cignienie referencyjne: 50 Pa

Jednostkowy pobér mocy (SEL): 0,20 Wh/m?

Wspdtczynnik sterowania: 1,0 w polaczeniu z przetgcznikiem wielopozycyjnym

0,95 w potgczeniu ze sterowaniem czasowym

0,85 w potgczeniu z 1 czujnikiem

0,65 w potgczeniu z co najmniej 2 czujnikami

Przeciek® Wewnetrznie 0,90%

Zewnetrznie 0,90%
Umniejscowienie wskaznika Na ekranie urzgdzenia / na przefgczniku wielopozycyjnym (LED) / na sterowniku Brink Air Control.
zabrudzenia filtra: Uwagal Aby zapewnic optymalne zuzycie energii oraz prawidtowe dziatanie, konieczne jest

regularne kontrolowanie, czyszczenie i wymiana filtra.

Adres internetowy instrukcji montazu:

https://www.brinkclimatesystems.nl/support/downloads

Obejscie:

Tak, obejscie 100%

* Pomiary przeprowadzone przez TZWL zgodnie z normami DiBt.
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[ Klasyfikacja od 1 stycznia 2016 .

Klasa SEC (,5trefa klimatu umiarkowanego®)

c  gees<em
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Wartosci ERP — Flair 600

Arkusz danych technicznych urzadzenia Flair 500 jest zgodny z wymogami ekoprojektu (ErP) nr 1254/2014

(Zatgcznlk IV)
Producent: Brink Climate Systems B.V.
Model: Flair 00
Strefa Typ sterowania Wartod¢ | Klasa| Roczne zuZycle energll | Roczne
kilmatyczna SECw SEC | elektryczne] (AEC) w kWh | oszczednodcl
kWh/m#/a energll [AHS)
w kWh
Umiarkowana | reczne -38,02 A 358 4630
sterowanie czasowe -38,02 A 328 4643
1x czujnik (RV/CO4/VOC) -40,60 A+ 271 4670
Co najmniej 2 czujniki (RV/CO2/VOC) -43,49 At 177 4724
Zimna reczne -76,92 A+ 895 9057
sterowanie czasowe -77,95 A+ 865 9083
1x czujnik (RV/COz/VOC) -79,89 A+ 208 9136
Co najmniej 2 czujniki (RV/CO42/VOC) -83,29 At 714 9242
Ciepta reczne -13,11 E 313 2003
sterowanie czasowe -13,93 E 283 2100
1x czujnik (RV/CO5/VOC) -15,46 E 226 2112
Co najmniej 2 czujniki (RV/CO4/VOC) -18,06 E 132 2136

Typ modutu wentylacyjnega: urzgdzenie do rrownowazonej wentylacji budynkdw mieszkalnych z funkejg
odzysku ciepta

Wentylator: EC — wentylator z ptynng regulacjg predkosci obrotowe;j

Typ wymiennika ciepta: Rekuperacyjny, plastikowy, krzyzowy, przeciwprgdowy wymiennik ciepta

Wydajnosc cieplna 92%

Maksymalne natezenie przeptywu: 600 m¥godz.

Maksymalna moc znamionowa: 282w

Poziom maocy akustycznej Lw(A): 53 dB(a)

Referencyjne natezenie przeplywu: 420 m¥h

Cinienie referencyjne: 50 Pa

lednostkowy pobdr mocy (SEL): 0,25 Wh/m?*

Wspdtczynnik sterowania: 1,0 w potgczeniu z przetacznikiem wielopozycyjnym

0,95 w potgczeniu ze sterowaniem czasowym

0,85 w potgczeniu z 1 czujnikiem

0,65 w potgczeniu z co najmniej 2 czujnikami

Przeciek® Wewnetrznie

0,70%

Zewnetrznie

0,70%

Umiejscowienie wskaznika Ma ekranie urzgdzenia
zabrudzenia filtra:

/ na przetgczniku wielopozycyjnym (LED) / na sterowniku Brink Air Control.

Uwagal Aby zapewnic optymalne zuzycie energii oraz prawidtowe dziatanie, konieczne jest
regularne kontrolowanie, czyszczenie i wymiana filtra.

Adres internetowy instrukcji montazu:

https://www.brinkclimatesystems.nl/support/downloads

Obejscie:

Tak, obejicie 100%

* Pomiary przeprowadzone przez TZWL zgodnie z normami DiBt.
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| Klasyfikacja od 1 stycznia 2016 r.

Klasa SEC (,5trefa klimatu umiarkowanego”)

Wartosc SEC w kWh/m¥a
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KF.79.10.359.AD.01
10.02.22

Declaration of confirmity
regarding the determination of energetic efficiency according
to NEN EN 13141-7:2021

On behalf of Brink Climate Systems B.V. the determination of energetic efficiency was conducted
by Européisches Testzentrum fur Wohnungsliftungsgerate (TZWL) e. V. in Dortmund, Germany.

Tests were camied out according to:

«+ NEN EN

13141-T:2021;

Ventilation for

buildings -

Peformance

rTw

testing of

components/products for residential ventilation - Part 7: Performance testing of ducted
mechanical supply and exhaust ventilation units (including heat recovery)

Technical data of the tested unit;

Manufacturer:

Type:

Senal Mumber:

‘Year of construction:
Power supply:
CE-Label:

Maximum volume flow:

Brink Climate Systems B.V.
Flair 450 4/0 L
432000214001

2021

230V ~ 50 Hz

Yes

450 m¥h

Results, energetic efficiency 7°C:

Temperature ratio,

Total electric power

Specific electric power

Air flow supply air Jas consumption Pe consumption
[mi/h] [%] W] [Wim?h]
] 96,9 16,6 0,22
315 923 60,9 0,19
451 91.5 142 5 0,32

Results, energetic efficiency 2°C:

Air flow

Temperature ratio,

Total electric power

Specific electric power

supply air sy consumption Pe consumphion
[m?/h] [%)] [W] [Wim?/h]
75 gr.2 17.3 0,23
314 95.0 68.1 0.22
451 93,9 160,4 0,35

Results of performance tests of aerodynamic characteristics, of heat recovery characteristics and
of the effective power consumption are taken from tests with number M.79.10.359_4AD0.




KF.79.10.360.AD.01
10.02.22

Declaration of confirmity
regarding the determination of energetic efficiency according
to NEN EN 13141-7:2021

On behalf of Brink Climate Systems B.V. the determination of energetic efficiency was conducted
by Europaisches Testzentrum fir Wohnungsliftungsgerate (TZWL) e. V. in Dortmund, Germany.

Tests were camied out according to:

+ NEN EN

13141-T:2021;

Ventilation for

buildings -

Perdformance

Tw

testing of

components/products for residential ventilation - Part 7: Performance testing of ducted
mechanical supply and exhaust ventilation units (including heat recovery)

Technical data of the tested unit;

Manufacturer:

Type:

Seral Mumber:

Year of construction:
Power supply:
CE-Label:

Maximum volume flow:

Brink Climate Systems B.V.
Flair 600 4/0 L
433000214001

2021

230V ~ 50 Hz

Yes

600 m¥h

Results, energetic efficiency 7°C:

Adr flow

Temperature ratio,

Total electric power

Specific electric power

supply air fas consumption Pe consumption
[m?h] [6] [W] [Wim?®/h]
101 954 19,2 0,19
420 91,5 107.0 0,25
601 90,8 260,9 0,44

Results, energetic efficiency 2°C:

Air flow Ternperatu_re ratio, Total eleclrii_:: power | Specific Elech'iv_.: power
supply air s consumption Pe consumphion
[m?h] [%6] (W] [Wim?/h]
100 96.7 19,5 0.20
417 93,9 1209 0,29
556 92.5 2558 0.46

Results of perfformance tests of aerodynamic characteristics, of heat recovery characteristics and
of the effective power consumption are taken from tests with number M.79.10.360_AD.
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Passive House Certificate

CERTIFICATE v touss ettt

Certified Passive House Component 64283 Darmstadt

Compenent-ID 1927vs03 valid until 31st December 202 Germany

Passive House comiort criterion

At an outdoor air temperature of - 10 °C a supply air temperatur higher than 16.5 “C is achieved by
use of an internal and additional external electric preheater. The criterion is therefore met.

£ “" Efficiency criterion (heat recovery rate)

The effective heat recovery rate is measured at a test facility using balanced mass flows of the
outdoor and exhaust air. The boundary conditions for the measurement are documented in the testing

procedure.
(Oen ~Ocra) + 2
S T B — Booa)
With
* - "_J 7 nun  Heal recovery rale in %
- Bgra  Extract air temperature in °C
Ogpa  Exhaust air temperature in G
Category: Air handling unit with heat recovery Bopa Outdoor air temperature in °C
Manufacturer: Brink Climate Systems B.V. Fel Electric power in W
Netherlands M Mass flow in kg/h
Productname:  Brink Flair 450 EU Cn Specific heat capacity in W - hi(kg - K)

Specification: Airflow rate < 600m*/h
Heat exchanger: Recuperative

Airflow range

108-345m*/h

This certificale was awarded based on the product meeting

the following main criteria Efficiency criterion (electric power)

Heat recovery rate nHA > 75% The overall electrical power consumption of the davice is measured at the test facility at an external
Specific electric power Py, < 0.45WHm? pressure of 100 Pa (50 Pa, respectively, for the intake and outlet). This includes the general electrical
Leakage = I pawer consumption for operation and control but not for frast protection.
Comiort Supply air temperature > 16.5 °C at
outdeor air temperature of 10 °C Paspec = 025 Whim®
Peisgec = 0.25Whim?
Efficiency ratio
The efficiency ratic provides information about the cverall energy performance of the respective
ventilation unit. It specifies the achieved reduction in ventilation heat losses by using a ventilation unit
with heat recovery rather than without.
coal, temperate dimate
e =075
CERTIFIED )
COMPONENT 24 Brink Flair 450 EU
www.passivehouse.com Passive Hou: www.passivehouse.com
Leakage _— - . -
On the outdoor air side, the filter efficiency of ISO ePM1 50% (F7 according to EN 779) or better is

recommended. For the extract air side, a filter efficiency of al least SO Goarse 80% (G4 according to
ENT79)is If not i i ion, the filter is available as an
accessory part

The leakage airflow must not exceed 3 % of the average airflow of the unit's operating range.

Frost protection

Appropriate measures should be taken to prevent the heat exchanger and optional downstream
Settings and airflow balance hydraulic heater coil from getting damaged by frost during extreme winter temperaiures (15 °C). It
must be ensured thal the units ventilation performanca is not affected during frost protection cycles.
It must be possible to adjust the balance of airflows at the unit itself (either between the exhaust and

the outdoor airflows or between the supply and the extract aiflows, if the unit is respectively placed = Froet potection of the heat sxchanger:

inside or outside of the insulated thermal envelope of the building). + In order to protect the heat exchanger from freezing, the unit is equipped with an internal

electric preheater with a power of 1000 W. In order fo ensure ihe irost protection even at

m This unit is certified for aiflow rates of 108-345 m®/h. low outdoor air tamperature, the unit can be optionally equipped with an additional external

electric preheater with a power of 1000 W. The operation of this frost protection is controlled

& Balancing the airflow rates of the unit is possible. depending on the outdoor air temperature. In case that the total heating power of both

preheaters would not be sufficient to prevent the heat exchanger from freezing at the preset

= The user should have at least all the following setting options: airflow volume, the unit decrease the air speed of both fans correspondingly in order to keep
the continuous balanced operation.

+ Switching the system on and off The laboratory measuremant has proved that this frost protaction strategy Is sufficient to

prevent the heat exchanger from freezing at an outdoor air temperature of -15 °C. The
preheating power of 2000 W was sufficient to ensure a continuous balanced operation up to
an airflow volume of ca. 320 m/h.

v Synchronized adjustment of the supply and extract airflows to basic ventilation (70-80 %),
standard ventilation (100 %) and increased ventilation (1309) with a clear indication of the
current setting.

= Frost protection of downstream hydraulic heater coils:

+ In order to protect a downstream hydraulic heater coil, both fans are switched off in case the
supply air temperature drops down 1o 5 *C.

= The device has a standby power consumption of 3.90W. The target value of 1 W was exceeded.
The device should be equippad with an additional external switch so that it can be disconnected
i ired.

from the mains, if requi

= After a power failure, the device will automatically resume operation.

Acoustical testing

The required limit for the sound power level of the device is 35dB(A) in order to limit the sound pressure
level in the installation room. The sound level target value of less than 25 dB(A) in living spaces and less
than 30dB(A)in functional spaces must be ensured by installing commercial silencers.The following
sound power levels are met at an airflow rate of 345m%/h:

50.50B(A) 47.5dB(A) 57.5dB(A) 49.0B(A) 58 50B(A)

= The unit does not fulfil the requirements for the sound power level. The unit must therefore ba
installed acoustically separated from living areas.

= One example of suitable silencers for supply and extract air ducts is mentioned in the detailed
test report or can be obtained from the manufacturer. It is recommended to identify suitable
silancars fnr aach individual nroiact

a Brink
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Passive House Certificate

CERTIFICATE

Certi Passive House Component

.:1&?

P
Category: Air handling unit with heat recovery
Manutacturer: Brink Climate Systems B.V.
Netherlands

Product name: Brink Flair 600 EU

Specification:  Airflow rate < 600mh
Heat exchanger: Recuperative

This certificate was awarded based on the product meeting
the following main criteria

Heat recovery rate Ha = 75%
Specific electric power Py e = D.45WH/m?
Leakage < 3%
Comfort Supply air temperature > 16.5°C at
outdoor air temperature of —10 °C Pacoc = 0.25Wh/im?®

\perate dimate

CERTIFIED
COMPONENT

www.passivehouse.com

Leakage
The leakage airflow must not exceed 3 % of the average airflow of the unit's operating range.

Settings and airflow balance

It must be possible to adjust the balance of airflows at the unit itself (either between the exhaust and
the outdoor aifiows or batween the supply and the extract airflows, if the unit is respectively placed
inside or outside of the insulated thermal envelope of the building).

= This unit is certified for airfiow rates of 142-444 m*/h.

= Balancing the airflow rates of the unit is possible.

= The user should have at least all the following setting options:
+ Switching the system on and off.
¥ Synchronized adjustment of the supply and extract airflows to basic ventilation (70-80 %),

standard ventilation {100%} and increased ventilation (130 %) with a clear indication of the
current setting.

= The device has a standby power consumption of 3.90W. The target value of 1 W was exceeded.
The device should be equipped with an additional extenal switch <o that it can be disconnected
from the mains, if required

= After a power failure, the device will automatically rasume oparation.

Acoustical testing

The required limit for the sound power level of the device is 35dB(A) in order 1o limit the sound pressure
level in the installation room. The sound level target value of less than 25 dB(A) in living spaces and less
than 30 dB(Ajin functional spaces must be ensured by installing commercial silencers. The following
sound power levels are met at an airflow rate of 460 m%h:

53.00B(A) 50.0dB(A) 52.0dB(A) 65.5dB(A)

= The unit does not fulfil the requiremants for the sound power level. The unit must therefore be
installed acoustically separated from living areas.

n One example of suitable silencers for supply and extract air ducts is mentioned in the detailed
test report or can be obtained from the manufacturer. It is recommended to identify suitable
silencers for each individual project.

Indoor air quality
This unit is to be equipped with the following filter qualities:

Extract air filter

IS0 ePM1 50% IS0 Coarse 60%

Component-ID: 1928vs03 34
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Brink Climate Systems

Passive House comfort criterion

At an outdoor air temperature of - 10 “C a supply air temperatur higher than 16.5 °C is achieved by
use of an internal and additional external electric preheater. The criterion is therefore met.
Efficiency criterion (heat recovery rate)

Tha effective heat recovery rate is measured at a test facility using balanced mass flows of the

outdoor and exhaust air. The boundary conditions for the measurement are documented in the testing
procedure.

e

- (BE7a — BEnal + =
e (Bera —Bopa)

With

nur  Heal recovery rate in %

Ogra  Exdract air temperature in °C

@gua  Exhaust air temperature in °C

@opa  Ouidoor air temperature in G

Pu  Electric power in W

m Mass flow in kg/h

€,  Specilic heat capacity in W-h/(kg - K)

Efficiency criterion (electric power)

The overall electrical power consumption of the device is measured at the test facility at an external
pressure of 100 Pa (50 Pa, raspectively, for the intake and outlet). This includes the general electrical
power consumption for operation and contrel but not for frost protection.

Petspec =0.25Wh/m*

Efficiency ratio

Tha efficiency ratio provides information about the overall energy performance of the respective
ventilation unit. It spacifies the achieved reduction in ventilation heat losses by using a ventilation unit
with heal recovery rather than without.

214 Brink Flair 600 EU
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On the outdoor air side, the filter efficiency of ISO ePM1 50% (F7 according to EN 779) or better is
recommendad. For the extract air side. a filter efficiency of at least 1SO Coarse 60% (G4 according to
EN779)is It not in standard cor ion, the filter is available as an
accessory part

Frost protection

Appropriate measures should be taken to prevent the heat exchanger and optional downsiream
hydraulic heater coil from getting damaged by frost during extrame winter temperatures (—15 °C). It
must be ensurad that the unit's ventilation performance is not affected during frost protection cycles.

» Frost protection of the heat exchanger:

¥ In order to protect the heat exchanger from freezing, the unit is equipped with an internal
electric preheater with a power of 1000 W. In order to ensure the frost protection even at
low outdoor air temperature, the unit can be optionally equipped with an additional external
electric preheater with a power of 1000 W. The operation of this frost protection is controlled
depending cn the outdoer air temperature. In case that the total heating power of both
preheaters would not be sufficient to prevent the heat exchanger from freezing at the preset
airflow volume, the unit decrease the air speed of both fans comespondingly in order to keep
ihe continuous balanced operation.
The laboratory measurement has proved that this frost protection strategy is sufficient o
prevent the heat exchanger from freezing at an outdoor air temperature of -15 °C. The
preheating power of 2000 W was sufficient to ensure a continuous balanced operation up to
an airflow volume of ca. 320 m¥h.

= Frost protection of downstream hydraulic heater coils:

' In order to pratect a downstream hydraulic heater coil, both fans are switched off in case the
supply air temperature drops down to 5

44 Brink Flair 600 EU
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